
BIRMINGHAM COAL AND COKE CO., INC.

GOODEN CREEK #2 MINE, P-3979

ATTACHMENT II -H

STREAM STATION: BCGCSW-2 0 MINING RATIO : 0.0564

DRAINAGE AREA   (square miles)  : 11 RECESSION INDEX : 35

MINING AREA (acres): 397 PRECIPITATION : 56

pH TSS Fe Mn SpC

X Coefficients 0.0872 -0.1073 -0.1236 -0.1726 0.0518

Constants 7.0007 0.8584 -0.8769 -0.8412 2.2766

pH TSS Fe Mn SpC

s.u. mg/l mg/l mg/l umhos/cm

During Mining 6.00 35 6.00 4.00 2000

After Mining 6.00 35 6.00 4.00 2000

Mining Flow pH TSS Fe Mn SpC

Conditon cfsm s.u. mg/l mg/l mg/l umhos/cm

Before 0.02 6.84 11 0.22 0.29 153

During 0.02 6.80 13 0.55 0.50 257

After 0.02 6.80 13 0.55 0.50 257

Mining Flow pH TSS Fe Mn SpC

Conditon cfsm s.u. mg/l mg/l mg/l umhos/cm

Before 1.55 7.02 7 0.13 0.13 193

During 1.59 6.96 8 0.46 0.35 296

After 1.57 6.96 8 0.46 0.35 295

Mining Flow pH TSS Fe Mn SpC

Conditon cfsm s.u. mg/l mg/l mg/l umhos/cm

Before 89.93 7.17 4 0.08 0.07 239

During 92.47 7.11 6 0.41 0.29 338

After 90.94 7.11 6 0.41 0.29 338

HIGH FLOW

SURFACE WATER PROJECTIONS

PROJECTED DISCHARGE OF SEDIMENT BASINS BASED ON NPDES DISCHARGE LIMITS

LOW FLOW

AVERAGE FLOW


